Attachment No. 2

List of dispatch points (cargo terminals), their location in relation to railway lines
[bookmark: _GoBack]and their characteristics, in particular the length of active platform and loading edges, their height and access tracks parameters1.

1.    Dispatch points length of loading edges, their height

a) Baby

Loading-unloading yard with a length of the edge of 200 m.

b) Bialystok Fabryczny

Loading ramp with a height of 1.2 m and length of 140 m concrete pavement and
loading-unloading yard 200 m long asphalt pavement

c) Brzesko

Loading-unloading yard with a length of 50 m with pitcher hardened surface.

d) Brzoza Bydgoska

Loading-unloading yard with length of 300 m hardened with cobble stones.

e) Chociw Łaski

Loading-unloading yard with a length of 250 m paved with concrete blocks.

f) Ciechanów

Loading-unloading yard with a length of 500 m paved with concrete blocks.

g) Ełk

Loading-unloading yard with a length of 200 m with a sett surface.

h) Giżycko

Loading-unloading yard with a length of 250 m with a sett surface.

i) Gomunice

Loading-unloading yard with a length of 300 m paved with concrete and side loading ramp
of a height of 1.2 m and a length of 150 m with concrete surface.

j) Iława

Loading-unloading yard with a length of 250 m with a sett surface.




1 Dispatch point to be understood as the place adapted to carry out clearances and accept passengers and goods.







k) Jasło

Loading-unloading yard with a length of 90 m with a sett surface.

l) Krosno

Loading-unloading yard with a length of 200 m with a sett surface.

Ł) Kutno

Loading-unloading yard with a length of 250 m with a sett surface.

M) Legnica

Loading-unloading yard with a length of 200 m with a sett surface.

N) Lubaczów

Loading-unloading yard with a length of the edge of 430 m and paved with stone blocks.

O) Łomża

Loading-unloading yard with a length of 400 m and paved with asphalt.

P) Nekla

Loading-unloading yard with a length of 300 m and paved with asphalt.

R) Nowy Sącz

Side loading ramp of a height of 1.2 m and a length of 100 m with a sett surface and loading-unloading yard with a length of 1050 m with a sett surface.
S) Olecko

Loading-unloading yard with a length of 100 m with a sett hardened surface.

T) Ostaszewo Toruńskie

Loading-unloading yard with a length of 230 m paved with cobble stones.

U) Ozorków

Loading-unloading yard with a length of 100 m and paved with asphalt.

W) Pabianice

Loading-unloading yard with a length of 250 m and paved with concrete.

X) Piotrków Trybunalski

Loading-unloading yard with a length of 380 m and paved with concrete.

Y) Poddębice

Loading-unloading yard with a length of 200 m and paved with concrete.

Z) Rusiec Łódzki

Loading-unloading yard with a length of 300 m and paved with asphalt.
AA) Rybnik

Loading-unloading yard with a length of 200 m and paved with asphalt.

AB) Rzeszów Staroniwa

Side loading ramp with a height of 1.2 m and length of 300 m with sett surface.


AC) Sanok

Loading-unloading yard with a length of 360 m with a sett surface.

AD) Sitkówka Nowiny

Loading-unloading yard with a length of 300 m and paved with concrete blocks.
AF) Sokółka

Loading-unloading yard with a length of 400 m and paved with concrete blocks.

AG) Spytkowice

Loading-unloading yard with a length of 100 m and paved with concrete blocks.

AH) Szepietowo

Loading-unloading yard with a length of 500 m with a sett surface.

AI) Tarnów

Side loading ramp of a height of 1.2 m and a length of 200 m with a sett surface and loading-unloading yard with a length of 300 m with a sett surface.
AJ) Targowiska

Side loading ramp of a height of 1.2 m and a length of 85 m with a sett surface and loading-unloading yard with a length of 160 m with a sett surface.
AK) Terespol Pomorski

Side loading ramp with a height of 1.2 m and length of 50 m concrete pavement and
loading-unloading yard with a length of 160 m paved with concrete.

AL) Tomaszów Mazowiecki

Loading-unloading yard with a length of 200 m, ground pavement.

AŁ)  Warszawa Białołęka

Loading-unloading yard with a length of 400 m, ground pavement.

AM) Zduńska Wola

Loading-unloading yard with a length of 100 m and paved with asphalt.

AN) Zebrzydowice

Side loading ramp with a height of 1.2 m and length of 160 m concrete pavement and
loading-unloading yard with a length of 220 m paved with concrete.


AO) Zgierz

Loading-unloading yard with a length of 150 m and paved with asphalt.

AP) Żabno

Loading-unloading yard with a length of 200 m and paved with asphalt.

2. In dispatch points, where the height of loading edge was not indicated, the height levels with the height of a rail head. Lengths of loading edges specified above refer to active edges. In the above dispatch points there is no platform.

3. Parameters of access tracks to the above dispatch points may be found in the Regulations of dispatch points. The Regulations of dispatch points are available at the Railway Traffic Department.
4. The list of Equipment available within dispatch points:
a) Excavator-loader,
b) Kalmar.
